SIEMENS

DRUCKSPEICHER SG 1200, 1201, 1202, 1203, 1205, 1206, 1207 UND 1208

WARMWASSERGERATE

——

01 3559/02/2

Ausfilhrung

SG 1200 = 4 kW {1+3 kW) Stahlkessel

5G 1201 = 6 kW (2+2+2 kW) Stahlkessel

SG 1202 = 1,5/4,5 kW (1,5+1,5+1,5 kW) Stahlkessel
SG 1203 = 2/6 kW (2+242 kW) Stahlkessel

5G 12058 =4 kW {1+3 kW) Kupferkessel

SG 1206 = 6 kW (24242 kW) Kupferkessel

SG 1207 = 1,5/4,5 kW [1,5+1,6+1,b kW) Kupferiessel
SG 1208 = 2/6 kW [ 24242 kW) K upferkassel

10 3873715

240060-1/1

&

10 3B69/13
10 3888/16 | N

Heizkorper, 3000 W
fir 5G 1200/1205
07 2333/28

il 220V

l 2000 W fir SG 1201/
1206/1203/1208
07 2351/28

220V

' 07 2352/28

380V

07 2353/28

220, 1500 W

fur 5G 1202/1207

I
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—01 3580/02/2
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01 3669/03/5 —=
01 3570/02/3 -

- 01 3568/03/5
— 01 3570/02/3
01 3579/01

“— 01 3678/01

01 3571/03/10 -4
01 3572/01-T%

h, <-polig
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07 2341/26

04 4128/07 —, o1* w“-":'}

04 4129/02 7-polig G

07 2315/36 P

01 3573/01

- 2] 07 2343/30
g | 1-polig 01 3576/02/10 —
O 2) 07 2344/31 01 3677/02/10- c=5

Heizkorper, 2000 W
SG 1201/1203/1206/1208
07 2346/27
220V
Q7 2347/27
380V
07 2348/27
220V, 1500 W
32 fiir SG 1202/1207

Heizkdrper

1000 W fir SG 1200/1205%
07/2354/28

220V

2000w, fur SG 1201/
1206/1203 und 1208
07 2356/28

220V

Q7 2357/28

380V

07 2358/28

220V 1600 W

fir SG 1202/1207

10 3865/02
tir 5G 1201/1202/1203/
il | 206/1207/1208

10 3864/21
fur 5G 1200/1205

01 3685/02/10
_;’ 01 3584/03/10

20 A fur 5G 1200/1206 01 3583/04/2 -
07 2388/25 04 4134/04 'Eﬁuﬁml
10 A, fiir 5G 1202/1207 20 kg ﬁr Pumpe
%9@ ’ { nur fiir Kupferkessel)
04 4135{;’:43; 2 . <) 50 8109/01
/02 W 04 3718/05 Bed.-Anleitung
Luftschiitz 420 V

07 2337/29 04 5099/08

2920V 380 v

07 2359729

380V

2} ohne Quecksilber-Schaltréhre



